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ADDENDUM No. 1 
 
Project: First Harrison Bank 
   Highway 44 Branch 
   Shepherdsville, KY 

Proj. No: 1740.01 

Date:  March 12, 2019     

This addendum is a part of the bid documents.  Acknowledge receipt on the Proposal Form. 
 

General 
1. A Pre-Bid meeting was held on Wednesday, March 6th. Minutes from the meeting and a list of those in 

attendance is attached. 
 

2. Access to the building to review existing conditions shall be scheduled and coordinated with Amy Birkla, 
Owner’s Representative for First Harrison. Phone:812.364.0402. Email: abirkla@firstharrison.com. 
 

Specifications 
1. Section 32 31 23 – Extruded Vinyl Fencing Systems:  

Add attached Section in its entirety. 
 

Drawings 
1. Title Sheet: 

State is incorrectly listed; project is located in Kentucky.  
 

2. C-101: 
Replace Drawing in its entirety with the attached. Drawing has been revised to show removal of existing 
wood dumpster screen and installation of new PVC dumpster screen. This work shall be included in 
Alternate No. 1. 

 
 

enclosed: Pre-Bid Minutes & Sign-in Sheet 
   Section 32 31 23 
   Drawing C-101 (Revised) 
 
file: 1740.01 / E-1 
 
End of Addendum No. 1 
 





  

Office: 812-913-4612 
Email: heather.graninger@koverthawkins.com 

Project: First Harrison Bank 
   Highway 44 Branch       
   Shepherdsville, KY 
 
Proj No.:   1740.01 

Date:  Wednesday, March 6, 2019 @ 4:00 PM 
    
1.   General and Clerical Issues 
 A. Introductions: 
  1) Architect 
  2) Owner 

 B. Contract Organization: 
  1) Single general contract with no construction management 
  2) Division of work by trade; bids to be inclusive of entire Specification Sections and Drawing 

Sheets 
  3) No prevailing wages in this contract 
  4) Multiple branches bidding at same time 
   a) Contractors are encouraged to provide pricing for all (3) branches.  
   b) Keyes Architects & Assoc. are handling other branches.  
   c) A Voluntary Alternate line is included on page one of the bid form. Contractors are invited 

to provide a voluntary deduct price if awarded all three branches. 
  
 C. Project Description: 
  1) Interior renovation of existing building in phases 
  2) Staining of existing exterior brick and other miscellaneous exterior improvements 
  3) Site improvements (majority included in Alternate No. 1) 
 
 D. Bid Date and Bid Procedures: 
  1) Bid Date: Wednesday, March 20, 2019 @ 4:00 PM  
  2) Deliver bids using one or both of the following options: 
   a)  Hard copies to Kovert Hawkins Architects, 630 Walnut St., Jeffersonville, IN 
    AND / OR 
   b) Electronically deliver to heather.graninger@koverthawkins.com 
  3) Contractor’s Bid Submittal Checklist (Section 00 43 93): 
   a) Bids Submittal; Contractors must include at time of bids 

 Contractor’s Bid Form 
   b) Sealed, complete, on time 
   c) Submit all bid information in duplicate; 1 original and 1 copy 
   d) Post-Bid Submittals; Architect will contact potential contractor(s) within 24 hours following 
    bid to acquire 
   e) Post-Bid Submittals; by awarded contractor prior to Contract execution 

 E. Contractor’s Bid Form (Section 00 42 03): 
  1) Fill out entire Bid Form and all information complete 
  2) Complete pricing for Base Bid 
  3) Acknowledge all Addenda 
  4) Complete pricing for all Alternates (Section 01 23 00) 
  5) Acknowledge Cash Allowance (Section 01 21 13)  
  6) Acknowledge Contingency Allowance (Section 01 21 16) 
  7) Completion of Work (Section 01 11 00) 
  8) Complete General Contractor Certification, Oath and Affirmation, Acknowledgement 

  



 

Office: 812-913-4612 
Email: heather.graninger@koverthawkins.com 
 

F. Legal Requirements: 
  1) Performance Bond / Labor and Material Payment Bond (Section 00 61 13) 
  2) Insurance (Section 00 72 00 & 00 73 02 -Article 11) 
    
G. Explanation of Alternate Bids (Section 01 23 00): 
 1) Alternate No. 1: Site Improvements 
 2) Alternate No. 2: Portico Ceilings 
 3) Alternate No. 3: Aluminum Storefront 
 4) Alternate No. 4: Appliances & A-V Eqpm.  
  

2.  Phasing, Scheduling, and Coordination 
A. Construction Scheduling and Phasing Requirements (Section 01 11 00): 
 1) Architect & Owner have proposed three phases for this project: 
  a) Phase 1: Second Floor Renovations 
  b) Phase 2: First Floor Bank Areas 
  c) Phase 3: First Floor Leased Areas 
  d) Phasing is suggested by Architect & Owner and can be modified during conversations with the 

successful bidder. 
 2) Award & Notice To Proceed – intended to occur within 30 days after bid opening 
 3) Pre-Construction Meeting, Mobilization and Startup – ASAP after Notice to Proceed 
 4) Begin work late April / early May 2018 
 5) Substantial Completion – Schedule to be proposed by Contractor on Bid Form 
 6) Final Completion – 30 days after Substantial Completion 

B. Working Conditions and Special Issues: 
 1) Owner will partially occupy building during entire project 
 2) Working with the architect during construction – coordination of design intent with existing 

conditions 
 3) Field verification of existing electrical equipment will be required; intent is to re-use existing 

electrical circuits where equipment is being replaced at same location. 
 4) Limited existing mechanical drawings were available. Information will need to be verified and 

coordinated closely during construction. 
 
3.  Administrative Issues  

A. Project Bidding Website: 
 1) Kovert Hawkins Architects website at www.koverthawkins.com/bid-information 
 2) Become a Registered Planholder 
 3) All documents available for free download; Drawings, Specifications, Plan Holders List 
 4) All Addenda issued to Registered Planholders 
 
B. Addenda: 
 1) Addendum No. 1 – to be issued including Pre-Bid Meeting information.   
   
C. Participants need to document their attendance on the Sign-In Sheet 
 

4.  Technical Issues 
A. Questions 

 1) Owner will have several scopes of work handled outside of this General Contract by subcontractors 
working directly for them. Contractors shall coordinate and cooperate as required. 

  a) Landscaping 
  b) Flooring & Base (Floor prep included in this Contract) 
  c) Wallcovering (Wall prep included in this Contract) 
  d) Security cameras and alarm system 



  

Office: 812-913-4612 
Email: heather.graninger@koverthawkins.com 

 2) Drawings and specifications indicate wiring and piping to be plenum rated since Architect has not 
verified all return systems are ducted and sealed. If ceiling space has no open return plenum, then 
plenum rated piping and wiring is not required. 

 3) Final questions requiring Architect to address by Addendum shall be sent to the Architect no later 
than end of the day Friday, so Architect can issue final addendum on Monday. 

 
B. Tour of project site, directly following meeting 



FIRST HARRISON BANK – HIGHWAY 44 BRANCH            1740.01 
SHEPHERDSVILLE, KY              03/12/19 

 

 
EXTRUDED VINYL FENCING SYSTEMS 

32 31 23-1 

SECTION 32 31 23 – EXTRUDED VINYL FENCING SYSTEMS 
 
PART 1 GENERAL 
 
A. SECTION INCLUDES 

A. Rigid polyvinyl chloride (PVC) fencing sections, profiles and accessories, including pickets, rails, 
posts and caps. 

 
1.02 REFERENCES 

A. ASTM D4216 - Standard Specification for Rigid Poly (Vinyl Chloride) (PVC) Compounds and 
Related Plastic Building Product Compounds 
 

B. ASTM F964-09 - Standard Specification for Rigid Poly (PVC) Exterior Profiles Used for Fencing 
and Railing. 

 
1.03 SUBMITTALS 

A. Shop Drawings: Showing fence design, style and colors or woodgrains, layout of fence and gates 
with dimensions and specified options, including details and finishes of component accessories 
and post foundations. 
 

B. Product Data: Submit manufacturer’s product data, including style, installation instructions and 
certification of compliance with material specifications. 
 

C. Samples: Submit manufacturer’s color or wood grain samples in form of actual product and in 
color selection. 

 
1.04 WARRANTY 

A. Provide manufacturer’s 20 year non-prorated warranty. 
 

1.05 QUALITY INSURANCE 
A. Engage an experienced installer who has at least three years experience and has completed at 

least five PVC fence projects with the same material and similar scope to that indicated for this 
project with a successful construction record of in-service performance. 
 

B. Obtain PVC fences and gates, including accessories, fittings and fastenings, from a single 
source. 

 
1.06 DELIVERY, STORAGE, AND HANDLING 

A. Store products in manufacturer’s unopened packaging until ready for installation in a secure and 
dry place. 

 
PART 2 PRODUCTS 
 
2.01 MANUFACTURER 

A. Approved Manufacturer: Illusions Vinyl Fence, 274 Middle Island Road, Medford, NY, 11763. 
 Phone: 1-800-399-3362.  Website: www.illusionsfence.com  
 

B. Architect Approved Equal. 
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EXTRUDED VINYL FENCING SYSTEMS 

32 31 23-2 

2.02 MATERIALS 
A. Products from other qualified manufacturers having a minimum of 5 years experience 

manufacturing PVC fencing will be acceptable by the architect as equal, if approved in writing 
prior to bidding, and if they meet the following specifications for design, fabrication, and color 
and/or woodgrain. PVC Profiles, lineals & extrusions used as components must “meet or exceed” 
the minimum performance guidelines laid out in ASTM F964-09. 
 

B. Pickets, rails, and posts prefabricated sections using Rigid Poly Vinyl Chloride (PVC) compounds 
for exterior-profile extrusions with cell classification of 1-32333-3 as defined by ASTM D4216, that 
meets or exceeds the following proprieties: 

 
i. Color/Consistency Testing – The PVC compound in extruded section shall maintain 

uniform color and be free of any visual surface or structural changes, such as peeling, 
chipping, cracking, flaking, or pitting after weathering at intervals of six months and one 
year for white and for six months, one year, and two years for all other colors in a hot, dry 
climate such as Phoenix, AZ; a hot humid climate such as Miami, FL; and a temperate 
northern climate, when tested in accordance with ASTM Performance Weathering 
Requirements.  

ii. Weathering Testing – The PVC compound shall have a minimum impact resistance of 
0.6in.-lb/mil (2670 J/m) after weathering six months and one year in a hot, dry climate 
such as Phoenix, AZ; a hot, humid climate such as Miami, FL; and a temperate northern 
climate, when tested in accordance with ASTM Performance Weathering Requirements. 
The PVC compound shall have successfully met the weathering requirements prescribed 
for six months at each climatic testing site prior to use in production of exterior-profile 
extrusions, when tested in accordance with ASTM Performance Weathering 
Requirements. 

iii. ASTM Specifications Met: 
D4216 – Material Class Number 1-32333-3. To establish Cell Classification of PVC 
Material. Illusions compounds have a higher cell classification because one or more 
properties are superior to those used in standard acceptable compounds. 
D4226 – Test Methods for Impact Resistance of Rigid Poly (Vinyl Chloride) (PVC) 
Building Products 
D4726 – Specification for Rigid Poly (Vinyl Chloride) 

 
2.03 PVC VINYL FENCE PREFABRICATED SECTIONS 

A. Style: 
a. Privacy 

B. Height: 
a. 5 feet 

 
C. Width, Nominal Center to Center of Posts: 

a. 8 feet maximum. 
 

D. Bend: 
a. Straight 
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EXTRUDED VINYL FENCING SYSTEMS 

32 31 23-3 

E. Post Options 
a. 5” x 5” - .140 wall 
b. 5” x 5” H.D, - .250 wall 
c. 8 x 8 - .250 wall 

 
F. Post Cap Style:  

a. New England 
 
2.04 GATE HARDWARE AND ACCESSORIES 

A. General: Provide hardware and accessories for each gate according to the following 
requirements: 
 

B. Hinges: Size and material to suit gate size, non lift-off type. Provide three hinges for each gate.  
a. Color: Black/White 

 
C. Latch: Manufacturer’s standard self-latching, stainless steel composition single or dual access 

gravity latch. Provide one latch per gate. 
a. Finish: Match gate hinge finish. 

 
D. Hardware: Stainless Steel. Provide sizes as recommended by fence manufacturer. 

a. Finish: Match gate hinge finish. 
 

E. Accessory Items:  
a. Use one drop rod set per gate leaf. 
b. Use one gate stop per gate set up. 
c. Use one gate handle per gate. 

 
PART 3 EXECUTION 
 
3.01 EXAMINATION 

A. Consult local code officials for compliance to building code requirements. 
 

B. Verify areas to receive fencing are completed to final grades and elevations. 
 

C. Ensure property lines and legal boundaries of work are clearly established. 
3.02 FENCE INSTALLATION 

A. Excavation: Drill or hand-excavate (using post hole digger) holes for posts to diameters and 
spacings indicated, in firm, undisturbed or compacted soil. 

1. If not on drawings, excavate holes for each post to a minimum diameter 12” 
2. Unless otherwise indicated, excavate hold depths not less than 30 inches or to frost line. 

 
B. Posts: Install posts in one piece per prefabricated section, plumb and in line. Installation method 

is one post and one section at a time for proper spacing. 
 

1. Protect portion of posts above ground from concrete splatter. Place concrete around 
posts and vibrate or tamp for consolidation. Check each post for vertical and top 
alignment and hold in position during placement and finishing operations. 
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EXTRUDED VINYL FENCING SYSTEMS 

32 31 23-4 

 
a.Unless otherwise indicated, terminate top of concrete footings 3 inches below 

adjacent grade and trowel to a crown to shed water. 
b.Secure posts in position with prefabricated section with manufacturer’s 

recommendations until concrete sets. 
c.Install post caps  
d.Remove concrete splatters from PVC fence materials with care to avoid scratching. 

 
C. Fence Installation at Sloping Terrain: At sloping terrain, rails may be racked (sloped) or stepped 

to comply with manufacturer’s recommendations. 
 
3.03 GATE INSTALLATION 

A. Use heavy duty gate posts (.250 wall) 5” x 5” or 8” x 8” per manufacturer’s recommendations. 
Bottom rail should include minimum (2) 1/4” drainage holes. 
 

B. Install gates plumb, level, and secure for full opening without interference according to 
manufacturer’s instructions. 
 

C. Gate Latch Installation. Install gate latch according to manufacturer’s instructions. Adjust for 
smooth, trouble-free operation.  
 

D. Allow minimum 72 hours to let concrete set-up before opening gates. 
 
3.04 CLEANING 

A. Clean up all debris and unused material and remove from the site. 
 
3.05 DEMONSTRATION 

A. Instruct the owner’s personnel on proper operation and maintenance of fence components. 
 

SUBMITTAL CHECK LIST 
1. Product Data. 
2. Shop Drawings. 
3. Warranty. 
 
END OF SECTION 32 31 23 
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TOP OF BANK
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TOP OF BANK
(T.O.B.)

NOTE: INSTALL SEED/STRAW
STARTER MAT ON BANKS
OF SWALE.

Site Keynotes

C1

C2

REMOVE CONCRETE CURB ALONG PERIMETER OF ASPHALT TO BE

REMOVED.

C3

REMOVE 2' WIDE SECTION OF CONCRETE WALK AT EDGE OF ISLAND TO

ALLOW FREE FLOW OF STORM WATER. APPLY COLD PATCH ASPHALT AT

AREA OF REMOVED SIDEWALK.

C4

REMOVE EXISTING ASPHALT AND STONE BASE IN ITS ENTIRETY

AT INDICATED AREA.

INSTALL MINIMUM 6" OF TOP SOIL AT AREA OF REMOVED ASPHALT; SEED

ENTIRE AREA.

C5

BASE BID: EXISTING GAZEBO TO BE RELOCATED TO REAR OF PARKING

LOT; SEE KEYNOTE C6.

C6

BASE BID: APPROXIMATE LOCATION OF RELOCATED GAZEBO; COORDINATE

EXACT LOCATION WITH OWNER AS REQUIRED. EXACT LOCATION WILL VARY

BASED ON WHETHER ALTERNATE NO. 1 IS ACCEPTED.

General Site Notes:

1. CONTRACTOR SHALL RE-GRADE AND SEED ANY AREAS DISTURBED BY 

    CONSTRUCTION ACTIVITIES.

2. CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE FLOW AT ALL TIMES

    DURING CONSTRUCTION. ANY WATER DAMAGE RESULTING FROM DISRUPTED

    DRAINAGE SHALL BE CORRECTED AT THE CONTRACTOR'S EXPENSE.

3. DRAINAGE EXITS SITE AT NORTHWEST CORNER. NEW GRADING WORK SHALL

    PROVIDE POSITIVE DRAINAGE TO EXISTING EXIT POINT ON SITE.

4. CONTRACTOR SHALL FURNISH, INSTALL , AND MAINTAIN SILT FENCE TO

    CONTAIN ALL SILT ON THE SITE THROUGHOUT THE PROJECT. MAKE ANY

    CORRECTIONS AS REQUIRED FOLLOWING STORMS OR INCLEMENT WEATHER.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF TOPS,

    TRUNKS, AND ROOTS OF EXISTING TREES ON THE PROJECT SITE THAT AREA

    TO REMAIN.

6. IN GENERAL DO NOT EXCAVATE WITHIN THE TREE PROTECTION ZONE OR

    WITHIN THE BRANCH SPREAD OF TREES.

7. OBTAIN ALL BORROW MATERIALS FROM OFF-SITE WHEN UNSATISFACTORY

    QUALITY OR INSUFFICIENT QUANTITY OF SOIL MATERIALS ARE NOT

    AVAILABLE ON-SITE.

8. ALL DEBRIS WILL BE REMOVED FROM THE OWNER'S PROPERTY IMMEDIATELY.

9. DAMAGE INFLICTED TO ANY/ALL AREAS WHICH ARE NOT TO RECEIVED WORK

    SHALL BE REPAIRED, OR REPLACED BY THE CONTRACTOR AS REQUIRED BY

    THE OWNER AND ARCHITECT.

10.COMPLETE ALL ROUGH AND FINISH GRADING AS REQUIRED FOR INDICATED

     AREA.

C7

NEW DRAINAGE SWALE, SEE DETAIL 1/C-101 FOR PROFILE. COORDINATE

EXACT ROUTING WITH EXISTING TREES TO NOT DISTURB ROOT SYSTEM.

Note

ALL WORK ON THIS DRAWING TO BE INCLUDED IN ALTERNATE NO.1 - SITE

IMPROVEMENTS (WITH THE EXCEPTION OF THE GAZEBO RELOCATION WHICH IS

TO BE INCLUDED IN THE BASE BID SCOPE OF WORK, BUT TO A NEW LOCATION).

C8

REMOVE WOOD SLAT AND POST DUMPSTER SCREEN LOCATED IN NORTHEAST

CORNER OF SITE IN ITS ENTIRETY. EXISTING DUMPSTER TO BE RELOCATED

TO NEW EDGE OF PAVEMENT AS SHOWN.

C9

INSTALL 5'-0" HIGH PVC PRIVACY FENCE DUMPSTER SCREEN W/ A PAIR OF

4'-0" WIDE GATES (8'-0" OPENING); REFER TO SECTION 32 31 23. FIELD

VERIFY DIMENSIONS AS REQUIRED TO COORDINATE WITH EXISTING

DUMPSTER. REMOVE ASPHALT AND STONE BASE AS REQUIRED FOR

INSTALLATION OF POST FOUNDATIONS. RELOCATE EXISTING DUMPSTER

WITHIN NEW SCREEN AREA.

Sheet

C
e
rt

if
ie

d
 B

y

R
e
vi

si
o
n
s

P
ro

je
ct

 N
o
.

C
h
e
ck

e
d
 B

y

D
ra

w
n

D
at

e

Notice

6
3
0
 
W

a
l
n
u
t
 
S
t
r
e
e
t

J
e
f
f
e
r
s
o
n
v
i
l
l
e
,
 
I
N

 
 
4
7
1
3
0

8
1
2
.
 
2
8
2
.
 
9
5
5
4

8
1
2
.
 
2
8
2
.
 
9
1
7
1
 
F
A
X

w
w

w
.
k
o
v
e
r
t
h
a
w

k
i
n
s
.
c
o
m

KovertHawkins Architects

ALL RIGHTS RESERVED

c

1
"
=
1
"

C-101

1
7
4
0
.
0
1

0
2
/
2
5
/
2
0
1
9

H
G

J
H

1
.
 
 
0
3
-
1
2
-
2
0
1
9
 
 
A
D

D
E
N

D
U

M
 
N

O
.
 
1

2 3 4 5 6

2
0
1
9
 R

e
n
o
va

ti
o
n
s

Fi
rs

t H
ar

ris
on

 B
an

k
1
6
1
2
 K

Y
-4

4
, 
Sh

e
p
h
e
rd

sv
ill

e
, 
K

Y
 4

0
1
6
5

- 
H

ig
h
w

ay
 4

4
 B

ra
n
ch

full size plot scale:   

North

0

Site Aerial

10'-0"

1"=20'-0"

20'-0"

1

1


	174001_C101_03-12-19.pdf
	Sheets and Views
	C101



